


Cap.
WV 100V 160V 200V 250V 350V 400V 450V 

uF Size R.C. Size R.C. Size R.C. Size R.C. Size R.C. Size R.C. Size R.C.
0.47 5x11 12 5x11 12 5x11 12 5x11 12 6.3x11 15 6.3x11 12 6.3x11 12

1 5x11 22 5x11 17 6.3x11 17 6.3x11 17 6.3x11 22 8x12 20 8x12 22

2.2 5x11 33 6.3x11 30 6.3x11 30 6.3x11 20 8x12 30 8x12
10x13 32 10x13 35

3.3 5x11 40 6.3x11 36 6.3x11 36 8x12 43 10x13 46 10x13 45 10x16 40
4.7 5x11 48 8x12 40 8x12 51 10x13 51 10x13 63 10x16 66 10x21 50

10 6.3x11 70 8x12
10x13

80
83

10x13
10x16

83
88 10x16 90 10x21 115 10x21

13x21
115 
120 13x26 105

22 6.3x11 
8x12

130
135 10x16 135 10x21 135 10x21

13x21
135
142 13x21 180 13x26 190 16x26 150

33 8x12 170 10x21 180 13x21 205 13x21 210 16x26 250 16x26 250 16x32 210
47 10x13 230 13x21 230 13x21 200 13x26 240 16x32 290 16x32 290 16x36 280

100 10x21 390 13x26
16x26

430
450 16x26 460 16x32 450 18x41 430 18x41 430

220 13x26 630 16x36 850 16x36 750
330 16x26 760 18x41 890
470 16x26 1000 18x41

18x41
18x411180 

810
970 

1000 18x41 1600

Diagram of dimensions 

Dψ 5 6.3 8 10 13 16 18 22 25
F 2.0 2.5 3.5 5.0 5.0 7.5 7.5 10 12.5 

dψ 0.5 0.6 0.8 1.0 1.0 

RM SERIES 85°C, Standard, Radial Leads


